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CAM
40 / 22 HL SERIES

APPLICATION 
Automatic high pressure groups 
coupled with selfpriming jet pumps.
They are very silent and reliable 
and particularly suitable to increase 
pressure from a water system, 
to supply water from wells
and in domestic high pressure groups.

PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

TECHNICAL DATA

Capacity		  m3/h = 4.2 - l/m 70

Total head		  H/m = 45

Power		  kW = 1.1

Voltage		  230V - 50Hz
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PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

CAM 88 / 22 HL SERIES

APPLICATION 
Automatic high pressure groups coupled 
with Inox selfpriming jet pumps.
They are very silent and reliable
and particularly suitable to increase
pressure from a water system,
to supply water from wells and in
domestic high pressure groups.

TECHNICAL DATA

Capacity		  m3/h = 4.2 - l/m 70

Total head		  H/m = 45

Power		  kW = 1.1

Voltage		  230V - 50Hz
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APM
100 SERIES

APPLICATION 
Selfpriming water pumps for deep 
suctions up to mt. 45 to be used in case 
of important water level gaps. 
Suitable to drain water from wells and in do-
mestic fittings by small and medium 
sized tanks. 
Before installing the pump verify that all pipes 
(iron, plastic or rubber) are clean inside so to 
avoid any obstruction to the ejector nozzle. 
At the foot of the ejector must be installed a 
foot valve or a check valve. 
Installed the pump, fill completely both 
pipes and pump body with clean water. 
To preserve an efficient priming it is 
necessary a certain pression in the 
circuit, therefore it is recommended to 
install a membrane tank at the delivery 
of the pump.

PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

TECHNICAL DATA

Capacity		  m3/h = 1.5 - l/m 25

Total head		  H/m = 36

Power		  kW = 0.75/1 HP

Voltage		  230V - 50Hz
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PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

SDX 
400 HL

APPLICATION 
Hand-carry submersible stainless steel 
automatic water pumps.
Able to drain infiltrating water, 
cellars or reservoirs, clean 
or slightly dirty water and for garden irrigation.

TECHNICAL DATA

Capacity	       m3/h = 6.6 - l/m 110

Total head	       H/m = 6.5

Power	       kW = 0.4

Voltage	       230V - 50Hz
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CXM
250 / 1,5
250 / 2,2

APPLICATION 
Single impeller centrifugal pumps suitable to 
cover any small, medium or large capacity 
request; for domestic, agricultural and 
industrial purposes; with automatic water 
distribution through small and medium 
sized tanks; for sprinkler and flood 
irrigation systems in gardening and 
agriculture; to increase in derivation 
system pressure in aqueducts.

PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

TECHNICAL DATA

Capacity		  m3/h = 22

Total head		  H/m = 30

Power		  kW = 1.5

Voltage		  380/230V - 50Hz
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PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

VSM
STAINLESS
STEEL
MULTISTAGE
RANGE

APPLICATION
Universal pumps for domestic or municipal 
water supply systems, for clean non-explosive 
liquids without solid or abrasive substances, 
for agricultural  irrigation and sports application, 
for civil and industrial use, boiler feeding 
and condensate systems and for 
high pressure washing plants.

TECHNICAL DATA

Capacity		  m3/h = 8 - l/m 133

Max head		  H/m = 220

Power		  kW = 1.5

Voltage		  230V - 50Hz
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VSM
STAINLESS
STEEL
MULTISTAGE
RANGE

PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

APPLICATION
Universal pumps for domestic or municipal 
water supply systems, for clean non-explosive 
liquids without solid or abrasive substances, 
for agricultural  irrigation and sports application, 
for civil and industrial use, boiler feeding 
and condensate systems and for 
high pressure washing plants.

TECHNICAL DATA

Capacity	        m3/h = 22 - l/m 366

Max head	        H/m = 220

Power	        kW = 5,5

Voltage	        230/400V - 50Hz
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APPLICATION
Centrifugal, monoblock and single-impeller electrical pumps are ideal for pumping clean water 
and other chemically and mechanically non-aggressive liquids. These system can be installed in 
any position, provided the inlet opening faces upwards, and, thanks to their special design - which 
allows back pull out of the motor and the rotary parts of the pump and subsequent re-assembly 
without having to remove the pump body and the pipes connected to it - can be easily and conve-
niently used for a wide variety of applications in civil, agricultural, industrial or general plant uses. 
Water supply, spray or flowing irrigation, autoclave feed, high pressure system, heating, conditio-
ning and any other general service requiring transfer of clean liquids.

PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.

CX STAINLESS STEEL SERIES
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PUMPHOUSE IRELAND Ltd.PUMPHOUSE IRELAND Ltd.
Unit 2 Knockmeenagh Industrial Estate,
Knockmeenagh Road, Newlands Cross, 

Clondalkin, Dublin 22. 

Telephone: 00353 (0)1 4593471    
Fax: 00353 (0)1 4591093

Email:  info@pumphouseireland.ie

Unit 2 Knockmeenagh Industrial Estate,
Knockmeenagh Road, Newlands Cross, 

Clondalkin, Dublin 22. 
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