
ELECTRONIC PRESSURISATION SYSTEM



DAB PUMPS reserves the right to make modifications without notice.

ESYBOX LINE
ELECTRONIC BOOSTER SETS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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DAB PUMPS reserves the right to make modifications without notice.

ESYBOX LINE
ELECTRONIC BOOSTER SETS

ESYBOX MAX

ESYBOX MINI 3

MODEL
Q=m3/h 0 0,6 1,2 1,8 2,4 3 3,6 4,2 4,8 5,4 6 6,6 7,2

Q=l/min 0 10 20 30 40 50 60 70 80 90 100 110 120

ESYBOX MINI 3 H
(m) 55 55 55 49 39 31 23 14 4

ESYBOX DIVER
MODEL

Q=m3/h 0 0,6 1,2 1,8 2,4 3 3,6 4,2 4,8 5,4 6 6,6 7,2

Q=l/min 0 10 20 30 40 50 60 70 80 90 100 110 120

ESYBOX DIVER H
(m) 55 55 55 55 55 55 53 44 34 26 17 7,5

ESYBOX
MODEL

Q=m3/h 0 0,6 1,2 1,8 2,4 3 3,6 4,2 4,8 5,4 6 6,6 7,2

Q=l/min 0 10 20 30 40 50 60 70 80 90 100 110 120

ESYBOX H
(m) 65 63,5 61,5 59,5 57 53 48 41,5 35 27,5 19 10 2

2 ESYBOX WITH ESYTWIN
MODEL

Q=m3/h 0 1,2 2,4 3,6 4,8 6,0 7,2 8,4 9,6 10,8 12 13,2 14,4

Q=l/min 0 20 40 60 80 100 120 140 160 180 200 220 240

2 ESYBOX WITH ESYTWIN H
(m) 65 63,5 61,5 59,5 57 53 48 41,5 35 27,5 19 10 2

MODEL
Q=m3/h 0 2,4 4,8 7,2 9,6 12 14,4 16,8 19,2 21,6 24 26,4 28,8

Q=l/min 0 40 80 120 160 200 240 280 320 360 400 440 480

2 X 2 ESYBOX WITH ESYTWIN H
(m) 65 63,5 61,5 59,5 57 53 48 41,5 35 27,5 19 10 2

MODEL
Q=m3/h 0,012 2,4 3,6 4,8 6 7,2 8,4 9 9,6 10,8 11,4 14,4 17,4

Q=l/min 0,2 40 60 80 100 120 140 150 160 180 190 240 290

ESYBOX MAX 60/120 M
H

(mt)

69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

ESYBOX MAX 60/120 T 69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

ESYBOX MAX 85/120 T 96 96 96 96 96 84 75 71 65,0 56,7 51,6 29 9

MODEL
Q=m3/h 0,024 4,8 7,2 9,6 12 14,4 16,8 18 19,2 21,6 22,8 28,8 34,8

Q=l/min 0,4 80 120 160 200 240 280 300 320 360 380 480 580

2 ESYBOX MAX 60/120 M
H

(mt)

69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

2 ESYBOX MAX 60/120 T 69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

2 ESYBOX MAX 85/120 T 96 96 96 96 96 84 75 71 65,0 56,7 51,6 29 9

MOEL
Q=m3/h 0,036 7,2 10,8 14,4 18 21,6 25,2 27 28,8 32,4 34,2 43,2 52,2

Q=l/min 0,6 120 180 240 300 360 420 450 480 540 570 720 870

3 ESYBOX MAX 60/120 M
H

(mt)

69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

3 ESYBOX MAX 60/120 T 69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

3 ESYBOX MAX 85/120 T 96 96 96 96 96 84 75 71 65,0 56,7 51,6 29 9

MODEL
Q=m3/h 0,048 9,6 14,4 19,2 24 28,8 33,6 36 38,4 43,2 45,6 57,6 69,6

Q=l/min 0,8 160 240 320 400 480 560 600 640 720 760 960 1160

4 ESYBOX MAX 60/120 M
H

(mt)

69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

4 ESYBOX MAX 60/120 T 69 69 69 69 69 61 53 50 46,5 40,5 37,2 21 3,9

4 ESYBOX MAX 85/120 T 96 96 96 96 96 84 75 71 65,0 56,7 51,6 29 9

MODEL
Q=m3/h 0 1,2 2,4 3,6 4,8 6 7,2 8,4 9,6 10,8 12 13,2 14,4

Q=l/min 0 20 40 60 80 100 120 140 160 180 200 120 140

2 X ESYBOX MINI 3 H
(m) 55 55 54 45 34 26 16 6
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ESYBOX MINI 3
ELECTRONIC PRESSURISATION SYSTEM

TECHNICAL DATA 
Flow rate: 4,8 m3/h
Head: 55 m
Type of pumped liquid : Clean, free from solid or abrasive substances, 
non-viscous, non-aggressive, non-crystallized and chemically neutral
Liquid temperature:  
From +0°C to +35°C for domestic use
From +0°C to +40°C for other use
Maximum ambient temperature: +50°C
Maximum Suction depth: 8 m
Maximum Operation pressure: 7,5 bar / 750 kPa
Motor protection class: IP X4
Motor insulation class: F
Impeller material: Technopolymer
Single phase power input: 230 V 50 Hz
Power cord (m) and plug: 1,5 meter with power plug
Type of installation: Fixed, vertically, horizontally or on the wall with 
special accessories (supplied separately)
Certification:  WRAS, ACS,NFS

MATERIALS
N° PARTS MATERIALS

1 MOTOR SLEEVE STAINLESS STEEL AISI 304

2 O-RING NBR

4 MOTOR BODY PP OMO 30% GF

5 MECHANICAL SEAL DISC PA 6.6 30% GF

9 MECHANICAL SEAL
CARBON IMPREGNATED RESIN / 
CERAMIC / NBR

12 DIFFUSER NORYL

14 IMPELLER NORYL

21 SUCTION BODY PP OMO 30% GF

22 INSERT 1" BRASS

23 SHUTTER SPRING STAINLESS STEEL AISI 303

25 SELFPRIMING SHUTTER POM

26 1" PLUG PP OMO 30% GF

34 NON RETURN VALVE TECHNOPOLYMER / RUBBER / STEEL

41 1" 1/4 PLUG PA 6.6 30% GF

43 HEAT SINK BRASS

45 DELIVERY BODY PP OMO 30% GF

46 INSERT 1" BRASS

48 VESSEL 1L TECHNOPOLYMER / RUBBER

51 FLOWMETER WHEEL POM

56 PRESSURE SENSOR BODY TECHNOPOLYMER

69 1" PLUG PA 6.6 30% GF
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SEE Z DETAIL

Z DETAIL

Dconnect APP 
(For Installer)

DAB Live APP
(For end user)

BUILT-IN
CONNECTIVITY

Electronic self-priming multi-impeller pressurization system for domestic pressurization, rainwater reuse, ground water, gardening and irrigation and for 
watering small gardens in residential building service. It is possible to create groups of max two pumps. It supports the remote control function thanks 
to the DConnect service integrated directly into the system.

CONSTRUCTION FEATURES OF THE PUMP 
Self-priming multi-impeller pump. Protective hull in sound-absorbing ABS. Technopolymer impellers. Motor shaft in stainless steel. Non-return valve 
and integrated expansion vessel.

CONSTRUCTION FEATURES OF THE MOTOR
Motor cooled by pumped liquid, stainless steel motor jacket. Complete with power cable and plug.

CONSTRUCTION FEATURES OF THE ELECTRONIC
Adjustable display. The variable frequency drive function saves energy and protects against water hammer. Guided procedure for the first start-up, easy 
configuration, possibility to view the alarm history.
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ESYBOX MINI 3 - ELECTRONIC PRESSURISATION SYSTEM
Liquid temperature range: from 0°C a +35°C for domestic use - from 0°C a +40°C for other uses. Maximum ambient temperature: +50°C

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

0 Q m3/h

10 20 30 40 50 60 70 80 90

0

10

20

30

40

50

60

H
m 

0

100

200

300

400

500

600

P
kPa

0

50

100

150

200

 H
 ft

0 4 8 12 16 20 Q US gpm

0 4 8 12 16  Q IMP gpm

0 Q m3/h1 2 3 4 5

1 2 3 4 5

0,2

0,4

0,5

0,6

kW

0

0 0,4 0,8 1,2 Q l/s

Q l/min

P

ESYBOX MINI

5,5 bar

5 bar

4 bar
3 bar

2 bar
1 bar

2,7 bar

MODEL
ELECTRICAL DATA

N°
IMPELLER

POWER INPUT
50/60 Hz

P1 MAX In 
AkW  HP

ESYBOX MINI 3 3 1x220-240 V ~ 0,85 1,1 4,8

ESYBOX MINI 3 KIWA 3 1x220-240 V ~ 0,85 1,1 4,8

MODEL A B C D E F G H I L M N P Q R S T V DNA DNM
PACKING DIMENSIONS WEIGHT

KgL/A L/B H

ESYBOX MINI 3 439 263 46 143 60,7 106,7 279,5 236 40,5 152 46 101,7 140 140 155,5 47,8 133 54,5 1 ” 1 ” 300 500 320 14,6

ESYBOX MINI 3 KIWA 439 263 46 143 60,7 106,7 279,5 236 40,5 152 46 101,7 140 140 155,5 47,8 133 54,5 1 ” 1 ” 300 500 320 14,6
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ACCESSORIES
ESYBOX MINI3 

DESCRIPTION

KIT PIPE UNION 3PCS MF 1” WITH O-RING  

Kit consisting of 2 x 3-piece unions, to facilitate the connection of Esybox mini3 to the system

Kit complete with brackets, screws, dowels and two accessories for absorption of vibrations.

18,4 x 14,3 cm

KIT OUTDOOR DESCRIPTION

KIT OUTDOOR ESYBOX MINI3

Consisting of Esycover + Esygrid, which allows the installation of ESYBOX MINI3 outside, 
protecting it from rain and the entry of foreign bodies.
Vertical installation only.

+
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TEL: +3531 4593471  
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